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IntelliDoX™

 EASY 
TO USE
TO EXPAND
TO NETWORK
   Get more from your gas detector with unmatched performance
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HONEYWELL INTELLIDOX 
SYSTEM
•	  Industry-leading FastBump test 

that eliminates bottlenecks, while 
avoiding costly purge cycles that 
waste gas 

•	 Gangable up to five modules, 
each with its own LCD screen and 
keypad for independent operation 

•	 Easy to set up with no tools 
required 

•	 Easy to connect via Ethernet to a 
network

•	 USB port to easily configure dock 
module settings or retrieve data 
without network access

•	 Multi-inlet key – Configure 
a single IntelliDoX module to 
connect multiple calibration gas 
cylinders

PRODUCTIVITY 
RELIABILITY & 
EFFICIENCY

The Honeywell IntelliDoX system 
revolutionizes gas detector management  
by combining intelligent docking  
modules with advanced software solutions.

By integrating Honeywell Safety Suite™ with our IntelliDoX, Honeywell  
enables automated bump testing, calibration, configuration, and data  
management for a range of compatible detectors, including Honeywell

•	 BW Solo	 •	 BW Flex	 •	 BW Ultra
•	 BW MaxXTII	 •	 BW Clip Series	 •	 BW Clip4
•	 BW Icon	 •	 BW Icon+
•	 BW MicroClip 

With IntelliDoX, engineers can streamline their gas detection processes, ensuring 
compliance and enhancing safety protocols. 

RAPID DEPLOYMENT & UNPARALLELED FLEXIBILITY
Honeywell IntelliDoX features rapid deployment capability. Setting up a five-module 
dock takes a few minutes, allowing for immediate instrument management. Each 
module operates independently, equipped with its own LCD screen and internal pump, 
facilitating simultaneous operations such as bump testing, calibration, data transfer, 
and device charging . This modular design not only enhances productivity but also 
reduces downtime, ensuring gas detectors are always ready for use.

IntelliDoX offers unparalleled flexibility in configuring detector parameters 
throughout the device’s lifespan. Users can adjust alarm set points, enable non-
compliance indicators, schedule maintenance reminders, and even hibernate certain 
gas detectors when not in use. Such customization ensures that gas detectors 
align with evolving safety requirements and operational needs, providing a tailored 
approach to gas detection management.

Data management is simplified with IntelliDoX’s efficient networking capabilities. 
The system supports both USB and Ethernet connections, allowing for seamless data 
transfer of bump tests, peak exposures, and other critical information. This facilitates 
easy record-keeping and compliance tracking, with the ability to generate customized 
reports on detector activity, gas events, and calibration records. These comprehensive 
data insights empower organizations to make informed decisions and maintain high 
safety standards.

And considering operational efficiency, IntelliDoX’s FastBump feature stands out by 
being one of the quickest in the industry, completing tests in a few seconds for BW 
Clip detectors. This rapid testing not only minimizes downtime but also conserves 
calibration gas, leading to cost savings. The system’s plug-and-play setup, combined 
with its scalability up to five modules, makes it an ideal solution for various operational 
scales, from small to large industrial operations.
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KEY FEATURES AND BENEFITS

Rapid Deployment 
and Operation

Set up a five-module 
IntelliDoX dock in under 
two minutes, allowing 
immediate instrument 
management. Each 
module operates 
independently 
facilitating 
simultaneous 
operations such 
as bump testing, 
calibration, data 
transfer, and device 
charging. This modular 
design enhances 
productivity and 
reduces downtime.

Advanced 
Configuration 
Flexibility

Adjust alarm set 
points, enable non-
compliance indicators, 
schedule maintenance 
reminders, and 
hibernate detectors as 
needed. This level of 
customization ensures 
that gas detectors align 
with evolving safety 
requirements and 
operational needs.

Efficient Data 
Management

Utilize USB or Ethernet 
connections for 
seamless data transfer 
of bump tests, peak 
exposures, and other 
critical information. 
This facilitates easy 
record-keeping and 
compliance tracking, 
with the ability to 
generate customized 
reports on detector 
activity, gas events, and 
calibration records.

FastBump  
Technology

Experience industry-
leading bump test 
speeds, completing 
tests in a few seconds 
for BW Clip detectors. 
This rapid testing 
minimizes downtime 
and conserves 
calibration gas, leading 
to cost savings.

Scalable and User-
Friendly Design

Expandable up to 
five docking modules 
that can operate 
independently while 
sharing power, network 
connection, and 
calibration gas. The 
system’s plug-and-
play setup, combined 
with its scalability, 
makes it an ideal 
solution for various 
operational scales, from 
small teams to large 
industrial operations. 


