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1. Product name / chemic

MHYT-1 Hydrogen Medic

3 electrode, electrochem
Manufacturer: City Te
Telephone: +44 23
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Email:  techhe
Website:  www.c
 

2. Composition / informat
Electrolyte containing sul
plastic based housing wit
 

3. Hazards Identification 
The electrolyte inside the
the housing be damaged
3.1. Inhalation of electro

Inhalation is not an e
inhalation can cause

3.2. Ingestion of electro
Corrosive. May caus
throat, and stomach.

3.3. Skin or eye contact
Corrosive. May caus

3.4. Aggravation of pre-
Persons with pre-exi
may be more suscep
 

4. First-Aid Measures 
In case of leakage and: 
4.1. Eye contact with el

Irrigate thoroughly w
4.2. Inhalation of electro

Remove to fresh air.
4.3. Skin contact with e

Immediately flush the
contaminated clothin

4.4. Ingestion of electro
If swallowed DO NO
plenty of water to dri
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5. Fire Fighting Measures 
5.1. Fire: 

Not considered to be a fire hazard. 
5.2. Explosion: 

Not considered to be an explosion hazard. 
5.3. Fire extinguishing media: 

Use any means suitable for extinguishing surrounding fire. 
 

6. Accidental release measures 
6.1. Damage 

Should any MediceL® be so severely damaged or tampered with that the leakage of the 
contents occurs then the following procedures should be adopted: 
• Avoid skin contact with any liquid or internal component through the use of protective 

gloves. 
• Disconnect MediceL® if it is attached to any equipment. 
• Use copious amounts of clean water to wash away any spilt electrolyte, particularly 

important in equipment because of the corrosive nature of the electrolyte. 
• Observe first aid measures in case of eye contact, inhalation, skin contact or ingestion of 

electrolyte. 
 
7. Handling and Storage 

Must not be exposed to temperatures outside the range specified on the specification sheet. 
Should not be exposed to organic vapours, which may cause physical damage to the body of the 
sensor. 
Must not be stored in areas containing organic solvents or in flammable liquid stores. 

 
8. Exposure controls / personal protection 

None in normal operation 
 

9. Physical and chemical properties 
• Yellow colour code, plastic sensor with 3 pins. 
• Sensor is a sealed unit 

 
10. Stability and reactivity 

N/A 
 

11. Toxicological information 
Electrolyte is corrosive to eyes, respiratory system and skin. 
 

12. Disposal Considerations 
Contains toxic compounds irrespective of physical condition. Should be disposed of according to 
local waste management requirements and environmental legislation. 
Should not be burnt since they may evolve toxic fumes. 
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13. Transport Regulations 
MediceLs® and classified under UN 2800 (batteries - Wet non-spillable) and conform to the 
special provisions, section 4.5 paragraph A67 of the dangerous goods regulations. As such 
MediceLs® are classed as non-dangerous and may be transported without special packing, labels 
etc. It is important, however, to check any local regulations. 
 

14. Regulatory information 
N/A 
 

15. Revision History 
Issue 1.0 New Issue 

 


